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WARNINGS
Since COLKIM has no control over the use of the lamp, it assumes no liability for its use.

FEATURES
PESTWEST GLUEBOARDS for LED lamps are optimized with a unique adhesive 
coating specifically formulated to achieve high capture performance with UV 
LED tube technology. Made from recycled cardboard and high-quality materials, 
PESTWEST GLUEBOARDS are solvent-free and pre-treated to resist moisture, 
ensuring long-lasting performance. They are designed to fit a wide range of UV 
LED traps: Chameleon® Qualis, Chameleon® Qualis IP, Chameleon® Sirius X, On Top 

Pro 2 X, Chameleon® Stellaris, and Sunburst® LED.

APPLICATIONS
Because UV LED light is much cooler than traditional fluorescent UV light, a specially 
formulated adhesive coating is required to achieve optimized performance. 
Therefore, PestWest glueboards for LED lamps are specifically designed for use 
with UV LED lamps.

SPECIFICATIONS
•	 EFK-PW512: 48 x 24,5 cm - single-sided glue - cardboard - gray - for 

Chameleon Qualis, Chameleon Qualis IP, Chameleon Stellaris, On Top Pro 2 X, 
and Chameleon Sirius X

•	 EFK-PW513: 42 x 60 cm - single-sided glue - honeycomb polypropylene - 
gray - for Chameleon EXG

•	 EFK-PW5121: 48 x 24,5 cm -single-sided glue - cardboard - yellow - for 
Chameleon Qualis, Chameleon Qualis IP, Chameleon Stellaris, On Top Pro 2 X, 
and Chameleon Sirius X

•	 EFK-PW514: 48 x 24,5 cm - single-sided glue - honeycomb polypropylene - 
gray - for Chameleon Qualis IP

•	 EFK-PW525: 25 x 24,5 cm - glued on one side - cardboard - white - for 
sunburst LED
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